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SAE - Battery Clamps Cable
24AWG/3 Meters SAE cable 24AWG/1Meter

Features

® Semi-Flexible panels are weather, water and corrosion
resistant making them a perfect option for marine
applications, RVs, camping and charging trolling motors
and boat storage

® Designed for boaters by boaters

® Continuously recharge your 12V batteries with the
power of the sun, Charge controller not required.

® Light enough to mount on a window and durable enough

to mount permanently outdoors on a range of vehicles.
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SPECIFICATIONS

Solar Cells: 8 Watt Monocrystalline
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OLAR PANEL
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Maximum power(Pmax): 8 Watt

Voltage at max power(Vmp): 18 Volt

Current at max power(Imp): 440 mA

Short circuit current(lsc): 462 mA

Open circuit voltage(Voc) : 22.5 Volt

Junction Box: Ip65 rated

Laminated way: PET Lamination

Operating Temperature: -40°C~+85°C

SHIPPING DETAILS

[tem Number:
UPC Code:
Country of Origin:

Panel Dims:

Color Box Dims:

Product Weight:

Master Quantity:
Master Dims:

Master Weight:

56808

839290005804

Vietnam
7x0.6x13.4in
142x1x7.5in

0.9 Ibs with package
0.8 Ibs without package
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20x15.7x17.7in

23 Ibs




